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Please refer to the enclosed price list.
 
Price list online at:
www.brumberg.com

or scan the QR-Code.

Light. Since 1873.
BRUMBERG

Our sales team will be happy to answer any commercial 
and technical questions you may have.

Phone: +49 2934 9611-800�
Email: info@brumberg.com

You can contact us:

Monday to Thursday: 8:00 a.m. to 5:00 p.m.
Friday: 08:00 a.m. to 2:00 p.m.

You may also use the contact form on our website – we 
will get back to you as soon as possible.
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It is with great pleasure that we present our new gener-
al catalogue, ‘LIGHT 2025’! This catalogue is the most 
comprehensive we have published to date and gives 
you a comprehensive overview of our extensive product 
range.

The widening of our spectrum of products and services 
reflects the strategic development of our company. 
While we continue to rely on our proven recessed spot-
lights – the backbone of our company – the new cat-
alogue shows that Brumberg offers much more today. 
Benefit from our extensive range of luminaires and our 
expertise, and let us help you create excellent lighting 
solutions. No matter whether it is a private property, a 
shop, an office or a hotel complex – you can rely on us.

Our most recent additions, such as the highly efficient 
panel luminaires, the M1 module system with ceiling 
and wall lights, BALI track spotlights and other inno-
vative LED downlights, expand our range and offer 
bespoke lighting solutions for every requirement.

We focus on sustainability, energy-efficient technologies 
and environmentally friendly materials to offer you prod-
ucts that are both highly efficient and environmentally 
friendly.

We are always eager to grow and embrace new ideas 
and inspiration. It is our mission to drive forward trends 
and developments that are both user-friendly and sus-
tainable – online and offline.

But despite all the change, some things remain con-
stant:
At Brumberg, we put people first. Our colleagues and 
our partners are like one big family to us. Their com-
mitment is the key to our success. ‘We are Brumberg’ 
is not merely a motto, but our firm conviction. Together 
we can overcome any challenge. Special thanks and 
appreciation go to our team for their outstanding per-
formance and their deep commitment to our company.

Let us open a new chapter in Brumberg's history with 
you and shape the future of light. WE make light. 
Since 1873.

Johannes and Benedikt Brumberg

Light 2025.
A broad range of lighting solutions for people and places.

Editorial
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Sales support.
Successful presentation of 
lighting.
Win over your customers with your services and 
Brumberg lighting solutions. We actively support you with 
professional presentation media in premium quality.

The presentation kits impress with their clear design and 
make the quality of Brumberg products tangible. The 
lights can (where technically possible) be removed so that 
you can demonstrate their practical application at your 
customers' premises.

Brumberg training.
Expertise for professionals.
We pass on lighting knowledge to wholesalers, specialised 
trade, architects and planners. The training courses are 
tailored to the individual requirements and prior knowledge 
of the participants, with a focus on the basics of lighting 
technology and control, as well as project-specific lighting 
concepts. The events are held at the Brumberg factory or 
on-site at the customer's premises. Also in focus: Devel-
oping young professionals. Brumberg offers the optimal 
transfer of knowledge through a network of selected brand 
partners.

Planning support.
Precise product selection.
Sophisticated lighting concepts with luminaires for indoor 
and outdoor areas create living and working spaces where 
people feel comfortable. Brumberg provides you with 
the right luminaires and lighting systems for your needs, 
from room lighting to large-scale projects across multiple 
buildings, and supports you in your lighting design. We also 
provide lighting calculation data using planning tools such as 
Relux and Dialux.

light simulation tools

Brumberg Competence Partner.
Achieve more together.
 #wearebrumberg – This is our motto as we pursue our passion every 
day. At Brumberg, we focus on people, because at Brumberg, we are a 
team. In 2009, we established the Competence Partner programme, a 
family network of partners who support each other. We are convinced: 
Together we can achieve more. We always support and counsel each 
other as equals.

Interested? Find out more at
www.brumberg.com/en/competence-partner
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Online catalogue for digital product search.
Always up-to-date product information, online compilation of shopping lists and mobile access make the 
online catalogue an indispensable tool for planning and advice.

Online-Services.

Special features of the online catalogue

» Includes all current products
» Includes all operating instructions and 

dimensional drawings
» Installation instructions
» Light calculation data
» Simple product search
» You can download product photos directly
» You can create a wish list online

Social Media.
The Brumberg Community.

Digitally sustainable
» Saves resources
» Always up to date
» All product details
» Can be used on the go
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Consistent design for all areas.
Bespoke planning.
The M1 modular system offers variable lighting properties and modern design across all 
applications. From the hotel or office to commercial or private rooms. From the application 
to the technology to the design in detail: it is good that the modules can be easily configured 
in just three steps – depending on the room conditions. 

M1
Module system

Quick and easy 
configuration.

Scan the QR code to 
start the configuration:

10
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.

1

2

3

01
Select the housing shape, module holder 

and desire surface colour.

02
Select the light.

03
Specify functions and control

1 2 3 = Fully configured luminaire, consisting of three article numbers.++

Quick and easy 
configuration.

On three steps.

• Continuous plannability – flush-mounted and surface-mounted variants.
• Reduced design language – simple and integrative.
• Lighting options – for all types of ambient and accent lighting.
• Light colours – warm white, neutral white, cool white, TunableWhite, D2W.
• Simple switching – from On/Off to trailing-edge phase to DALI.
• Installation – pluggable, simple installation up to through-wiring.

11



Indoor lighting | Module system M1

12 Dimensions in mm | Errors reserved. | Orders are subject to our 
General Terms and Conditions of Sale printed from page 846 onwards.

Ceiling-mounted:

Wall mounted:
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13Dimensions in mm | Errors reserved. | Orders are subject to our 
General Terms and Conditions of Sale printed from page 846 onwards.

Ceiling installation:

Not online right now?

Even without the online configurator, you can customise 
your individual luminaires in three steps here in the cata-
logue on the following pages.

Housings from p. 14 onwards,
LED modules from page 776 onwards,
Power supply units and controls from page 786 
onwards.

1

2

3
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14 Dimensions in mm | Errors reserved. | Orders are subject to our 
General Terms and Conditions of Sale printed from page 846 onwards.

* �Installation depth: With the recessed 
version, the specified installation 
depth is increased by the height of 
the selected LED module.

1 Recessed luminaire ceiling.
Art. no. 450 _ _  _ _ _

Housing shape.

Angular... ... or round.

Flush-mounted housing ceiling
LED quantity: 1
Ceiling cut-out: 80 mm
Length x width: 93 x 93 mm

Installation depth*:
with      10 mm: 45009_ _ _
with        8 mm: 45010_ _ _ 
with      16 mm: 45011_ _ _

A
B
C

Flush-mounted housing ceiling
LED quantity: 3
Ceiling cut-out: 250 x 81 mm
Length x width: 260 x 92 mm

Installation depth*:
with      10 mm: 45026_ _ _
with        8 mm: 45027_ _ _ 
with      16 mm: 45028_ _ _

A
B
C

Recessed luminaire ceiling
LED quantity: 1
Ceiling cut-out: 92 x 92 mm
Length x width: 105 x 105 mm

Installation depth*:
with      35 mm: 45003_ _ _
with      33 mm: 45004_ _ _ 
with      41 mm: 45005_ _ _

A
B
C

Recessed luminaire ceiling
LED quantity: 1
Ceiling cut-out: 91 mm
Diameter: 105 mm

Installation depth*:
with      35 mm: 45000_ _ _
with      33 mm: 45001_ _ _ 
with      41 mm: 45002_ _ _

A
B
C

Flush-mounted housing ceiling
LED quantity: 4
Ceiling cut-out: 165 x 160 mm
Length x width: 175 x 175 mm

Installation depth*:
with      10 mm: 45029_ _ _
with        8 mm: 45030_ _ _ 
with      16 mm: 45031_ _ _

A
B
C

Flush-mounted housing ceiling
LED quantity: 1
Ceiling cut-out: 82 mm
Diameter: 92 mm

Installation depth*:
with      10 mm: 45006_ _ _
with        8 mm: 45007_ _ _ 
with      16 mm: 45008_ _ _

A
B
C

Flush-mounted housing ceiling
LED quantity: 2
Ceiling cut-out: 2 x 82 mm
(plus cable shortening)
Length x width: 175 x 92 mm

Installation depth*:
with      10 mm: 45020_ _ _
with        8 mm: 45021_ _ _ 
with      16 mm: 45022_ _ _

A
B
C

Flush-mounted housing ceiling
LED quantity: 2
Ceiling cut-out: 160 x 81 mm
Length x width: 175 x 92 mm

Installation depth*:
with      10 mm: 45023_ _ _
with        8 mm: 45024_ _ _ 
with      16 mm: 45025_ _ _

A
B
C
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General Terms and Conditions of Sale printed from page 846 onwards.

A

1

2

B

C
Art. no.: 

45000170

3

flush, swivelling (20°) Textured white. Modern and timeless.

Completely in textured white:  _ _ _ _ _170

Frame textured white,
module holder 
textured black:                        _ _ _ _ _550

Recessed 
luminaire general

Textured black. For a maximum of 
flexibility.

Completely in textured black:  _ _ _ _ _180

Frame textured black,
module holder 
textured white:                        _ _ _ _ _560

recessed, swivelling (20°)

flush, rigid (IP44 when 
installed in closed ceilings)

Module holder.
Three universal solutions 
for all housings.

Housing colour.
White, black or 
both?

450_ _ _ _ _

_ _ _00 _ _ _

_ _ _ _ _170

Round, recessed 
housing for one LED 

and a flush, swivelling 
module holder, 
textured white

A

Housing and module 
holder textured white

Configuration example.
Type + shape / module + colour
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16 Dimensions in mm | Errors reserved. | Orders are subject to our 
General Terms and Conditions of Sale printed from page 846 onwards.

1 Ceiling-mounted housing.
Art. no. 451 _ _  _ _ _

Flush luminaire ceiling mounted
LED quantity: 1
Length x width: 90 x 90 mm
Height: 95 mm

with      : 45110_ _ _
with      : 45111_ _ _
with      : 45112_ _ _

A
B
C

Recessed luminaire housing
LED quantity: 1
Length x width: 90 x 90 mm
Height: 115 mm

with      : 45103_ _ _
with      : 45104_ _ _
with      : 45105_ _ _

A
B
C

Recessed luminaire housing
LED quantity: 1
Diameter: 90 mm
Height: 115 mm

with      : 45100_ _ _
with      : 45101_ _ _
with      : 45102_ _ _

A
B
C

Flush luminaire ceiling mounted
LED quantity: 1
Diameter: 90 mm
Height: 95 mm

with      : 45106_ _ _
with      : 45107_ _ _
with      : 45108_ _ _

A
B
C

Flush luminaire ceiling mounted
LED quantity: 2
Length x width: 173 x 90 mm
Height: 95 mm

with      : 45123_ _ _
with      : 45124_ _ _
with      : 45125_ _ _

A
B
C

Housing shape.

Angular... ... or round.
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A

B

C

flush, swivelling (20°) Textured white. Modern and timeless.

Completely in textured white:  _ _ _ _ _170

Housing in textured white,
module holder 
textured black:                         _ _ _ _ _550

Textured black. For a maximum of 
flexibility.

Completely in textured black:  _ _ _ _ _180

Housing in textured black,
module holder 
textured white:                         _ _ _ _ _560

recessed, swivelling (20°)

flush, rigid

Module holder.
Three universal solutions for 
all housings.

Housing colour.
White, black or both?

1

2

Art. no.: 

45104560

3

Surface mounted 
luminaire general

451_ _ _ _ _

_ _ _04 _ _ _

_ _ _ _ _560

Configuration example.
Type + shape/module + colour

Angular, recessed surface 
mounted housing for one 
LED and a rigid module 
holder, textured white

B

Housing textured 
black, module holder 

textured white
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1 Surface-mounted wall housing.
Art. no. 452 _ _  _ _ _

Housing shape.

Angular... ... or round.

Flush wall-mounted housing
LED quantity: 1
Length x width: 90 x 90 mm
Height: 95 mm
Projection: 112 mm

with      : 45210_ _ _
with      : 45211_ _ _
with      : 45212_ _ _

A
B
C

Recessed wall-mounted housing
LED quantity: 1
Length x width: 90 x 90 mm
Height: 115 mm
Projection: 112 mm

with      : 45203_ _ _
with      : 45204_ _ _
with      : 45205_ _ _

A
B
C

Recessed wall-mounted housing
LED quantity: 1
Diameter: 90 mm
Height: 115 mm
Projection: 112 mm

with      : 45200_ _ _
with      : 45201_ _ _
with      : 45202_ _ _

A
B
C

Flush wall-mounted housing
LED quantity: 1
Diameter: 90 mm
Height: 95 mm
Projection: 112 mm

with      : 45206_ _ _
with      : 45207_ _ _
with      : 45208_ _ _

A
B
C

NEW
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A

B

C

flush, swivelling (20°) Textured white. Modern and timeless.

Completely in textured white:  _ _ _ _ _170

Housing in textured white,
module holder 
textured black:                        _ _ _ _ _550

Textured black. For a maximum of 
flexibility.

Completely in textured black:  _ _ _ _ _180

Housing in textured black,
module holder 
textured white:                       _ _ _ _ _560

recessed, swivelling (20°)

flush, rigid

Module holder.
Three universal solutions 
for all housings.

Housing colour.
White, black or both?

1

2

Art. no.: 

45212180

3

Wall-mounted housing 
in general

452_ _ _ _ _

_ _ _12 _ _ _

_ _ _ _ _180

Configuration example.
Type + shape/module + colour

Angular, flush wall-
mounted housing for 
an LED and recessed, 

swivelling module holder, 
textured black

C

Housing textured 
black, module holder 

textured black
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1-10

DT8

DMX

Control. Digital or analogue?
Systematic freedom.

The M1 modular system offers variable lighting properties and modern design across all applications.
From the hotel or office to commercial or private rooms. From the application to the technology to the design 
in detail: It's a good thing that the modules are easy to configure in three steps, depending on the room 
conditions.

No project is like any other. But many projects require a coherent lighting and design concept.
The M1 module system is a perfectly harmonised lighting system that combines function, design and 
technology. For planners and organisers.



Indoor lighting | Module system M1

21

W
el

ln
es

s 
ce

nt
re

, B
or

us
si

a 
M

ön
ch

en
gl

ad
ba

ch
Ki

tc
he

n 
sh

ow
ro

om
, A

de
nb

üt
te

l 
Sh

ow
ro

om
, B

oc
ho

lt



22

Indoor lighting | Recessed ceiling luminaires | Downlights

Downlights (rigid)				    p. 24
Spotlight (swivelling)				    p. 68
Recessed directional spotlight 			   p. 148
Loudspeaker 					     p. 160
COUPLED Module system 			   p. 162
Luminaires with higher degree of protection	 p. 166
Panels						      p. 206
Light points					     p. 216
Luminaires with reduced recess depth		  p. 218

01
Recessed ceiling luminaires.
Lighting for every application.
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Indoor lighting | Recessed ceiling luminaires | Downlights

M1 Module system.
LED ceiling-recessed luminaires.

M1 configuration tool - LED ceiling-recessed luminaires.

Now you can customise your individual ceiling lights with our M1 
configuration tool. On page 14, you will find detailed instructions on how 
to customise your M1 LED recessed luminaires.
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Indoor lighting | Recessed ceiling luminaires | Downlights

1

3



Select the right housing shape with module holder and the housing colour.

Module holder:
Swivelling, flush module holder
in textured black

LED converter 350 mA, DALI dimmable 
(digital)
Dimensions L x W x H: 110.5 x 52 x 22 mm

Power: 3.5 - 17 W

2 pieces

Select the right converters.

Art. no. 45020550
First article number

+ +

Art. no. 17683000
Third article number

= Fully configured luminaire, consisting of three article numbers.+ +

Housing shape:
Oval, flush-mounted recessed luminaire, 
twin light in textured white.

1 2 3

Configuration example: three simple steps to the solution.

!  Select the appropriate converter with the desired control, if 
applicable. Ensure that the power consumption corresponds to the 
number of LED modules selected.

Art. no. 12953003
Second article number

Select the right light.

MR16 LED insert, 12 W, 350 mA, CRI > 80
Colour temperature: 3,000 K

Luminous flux: 1,110 lm

Beam angle: 38°

2 pieces

2
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Indoor lighting | Recessed ceiling luminaires | Downlights

re:think  re:spect  re:cycle  re:use

Frank Lamontagne
Head of Marketing & Sales | Authorised signatory

All in LOOP.
 
Another look at relevant value propositions for customers: cost, safety, applicability and service. LOOP scores highly in the first area 
with its sustainable, cost-saving LED technology. According to Brumberg, the easy installation and maintenance, the intuitive use and the 
long availability of the products offer safety and practicality. “All of this is part of our philosophy. Our customers can also fully rely on a 
sustainable product like LOOP”, assures Frank Lamontagne, Sales Manager at Brumberg. Installers and craftsmen expect at least consistent 
quality and applicability from a supplier like Brumberg. Can a sustainable product like LOOP achieve this? “LOOP sets new standards for 
sustainable lighting solutions on the global market that combine aesthetics with high quality and functionality”, says Frank Lamontagne.
 
LOOP makes it.
 
And what is the demand like? According to Frank Lamontagne, it is encouragingly high: “Sustainability is not just a fleeting trend. If our 
dealers and installers can now offer not only efficient but also recyclable Brumberg products, it is another convincing benefit. For their 
part, customers can present their new lighting system with a clear conscience. Everyone wins, including the environment.”
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Plastic waste in the sea is a global catastrophe that we need to do something 
about. We are providing an important relief solution with the first light fitting to 
be made entirely from “recycled ocean plastic”. LOOP® sets new standards for 
sustainable lighting solutions on the global market that combine aesthetics 
with high quality and functionality. Sustainability is not just a fleeting trend. 
For more and more consumers, this is an important factor in their purchasing 
decisions.

Light Of Ocean Plastic.
The first certified LED recessed luminaire 
housing made of 100% Recycled Ocean Plastic.

®

re:think
It is estimated that 4.8 to 12.7 million tonnes of plastic waste end up in the sea 
every year – that is roughly the equivalent of one lorry load every minute. Fishing 
nets also damage the fauna and flora of our oceans and take up to 6 centuries to 
completely dissolve. One way to offset at least some of the pollution is to collect 
and recycle this carelessly discarded raw material.

re:spect
The LOOP® LED recessed spotlight fulfils our aim of offering a luminaire that is 
not only energy-efficient but also sustainable in its components. It is important 
to look at the bigger picture: for future generations. For us, sustainability means 
finding the right balance between ecology, economy and social responsibility for 
the future and making it an integral part of the company.

re:cycle
For example, the path to reusable, high-quality plastic begins with the collection 
of discarded fishing nets from beaches and coasts. These are then cleaned, 
sorted, shredded and processed into recycled polyamide. It results in a material 
that meets the highest quality standards and is used primarily in high-tech 
applications.

re:use
The ceiling recessed spotlight offers maximum scope for flexibility. Depending on 
your lighting requirements, you can choose from over 30 different LED modules 
with a wide range of technologies from our company. Customers can also choose 
the LOOP® set. It includes the ocean-plastic housing, phase-dimmable converter 
with ocean-plastic converter housing and 5 W LED module with 3,000 K. Important 
for an overall positive environmental balance: all parts of the light are recyclable 
and even the packaging is eco-friendly thanks to plastic-free materials.
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Dimensions in mm | Errors reserved. | Orders are subject to our 
General Terms and Conditions of Sale printed from page 846 onwards.

These items are subject to discount group 1. These items are subject to discount group 1.

NEW NEWLOOP®smooth-R recessed downlight,  
without LED module

All Brumberg MR16 LED modules can be used for the LOOP® installation 
unit. The installation depth of the luminaire depends on the selected 
LED module (here: 20 mm, plus the height of the LED module).
The LED module is not included in the scope of supply of the installation 
unit.

Lamp: for LED, power: max. 13 W, 
material: nylon / magnesium hydroxide / fibreglass

You can find the matching LED modules from page 776 onwards. 
You can find power supply units and controls from page 786 onwards.

LOOP®smooth-S recessed downlight,  
without LED module

All Brumberg MR16 LED modules can be used for the LOOP® installation 
unit. The installation depth of the luminaire depends on the selected 
LED module (here: 20 mm, plus the height of the LED module).
The LED module is not included in the scope of supply of the installation 
unit.

Lamp: for LED, power: max. 13 W, 
material: nylon / magnesium hydroxide / fibreglass

You can find the matching LED modules from page 776 onwards. 
You can find power supply units and controls from page 786 onwards.

68 68
IP20 IP20

Article no. Colour

27066170 NEW textured white

27066180 NEW textured black

Article no. Colour

27067170 NEW textured white

27067180 NEW textured black

68

85 3

ID=20 mm
+ LM height

max. 13

68

85 x 85 3

ID=20 mm
+ LM height

max. 13
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Dimensions in mm | Errors reserved. | Orders are subject to our 
General Terms and Conditions of Sale printed from page 846 onwards.

This item is subject to discount group 1.

Product family LOOP®

Product family LOOP®

LOOP®IP recessed downlight with higher degree of protection
Article no.:	27064...		                                     see page 175

LOOP® recessed spotlight
different versions	                               see from page 68 onwards

LOOP®DL recessed downlight
different versions	                                 see from page 50 onwards

NEWLOOP® Honeycomb baffle for luminaires 
with 68 mm ceiling cut-out

Honeycomb baffle for LOOP® as a supplementary element 
for on-site glare control, diameter 48 mm

Material: aluminium

Fits 27066... and 27067...

Article no. Colour

81063080 NEW matt black
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NATUNA.
LED recessed downlight.
Minimalist with decorative sidelight.
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68
 IP20

24° 350mA
Plug
Play P

NEWNATUNA LED recessed downlight with 
decorative side light, rounded outer edge

Lamp: LED, version: Plug&Play, colour rendering: CRI > 80, power: 6 W, 
beam angle: 24°, material: aluminium / glass / plastic

You can find the corresponding 350 mA converter from page 
790 onwards.

Article no. Colour Luminous flux Colour temperature

12358173 NEW textured white 490 lm 3,000 K

12358183 NEW textured black 490 lm 3,000 K

40

These items are subject to discount group 1.

LED LED
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IP20
68

 
55

IMPLEMENT LED recessed downlight

Lamp: LED, colour rendering: CRI > 90, power: 8.9 W,
beam angle: 37°, material: aluminium / plastic

You can find the fitting 500 mA converter on page 796.

Article no. Colour Luminous flux Colour temperature

12391173 textured white 730 lm 3,000 K

68
 
58

IP20 Plug
Play P

ENGROS LED recessed downlight

Lamp: LED, version: Plug&Play, colour rendering: CRI > 80,
power: 7 W, beam angle: 40°, material: aluminium / plastic

You can find the corresponding 350 mA converter from page 790 onwards.

You will find matching recessed spotlights on page 90.

                   

Article no. Colour Luminous flux Colour temperature

12384173 textured white 600 lm 3,000 K

12384683 textured silver 600 lm 3,000 K

500 mA

350 mA

Accessories: clamping ring for recessed installation
OD = 88 mm, article no. 81091170

This item is subject to discount group 1.

These items are subject to discount group 1.

Product family IMPLEMENT

IMPLEMENT Surface-mounted LED downlights
different versions  	                                   see page 257LED LED

LED LED
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74
 
48

IP20
83

 
80

IP20

CALLIDA LED recessed downlight, 
dim2warm

When the luminaire is dimmed, the colour temperature decreases.

Lamp: LED, version: Plug&Play, colour rendering: CRI > 90, 
power: 12 W, beam angle: 18°, material: aluminium / plastic

You can find the corresponding 350 mA converter from page 
790 onwards.

CALLIDA LED recessed downlight set,
dim2warm, trailing-edge phase dimmable 

When the luminaire is dimmed, the colour temperature decreases.

Set incl. 230 V mains voltage converter, trailing-edge phase dimmable,
converter dimensions: L 125 x W 51 x H 20 mm

Lamp: LED, colour rendering: CRI > 90, power: 12 W, 
beam angle: 18°, material: aluminium / plastic

Article no. Colour Luminous flux Colour temperature

39116073 textured white830 lm 3,000 K - 1,800 K

CARESA LED recessed downlight, 
with indirect light component
Luminaire that provides direct and indirect light.

Lamp: LED, version: Plug&Play, colour rendering: CRI > 80, 
power: 10.5 W, beam angle: 34°, material: aluminium / glass

You can find the corresponding 350 mA converter from page 
790 onwards.

Luminaire that provides direct and indirect light.

Set incl. 230 V mains voltage converter, trailing-edge phase dimmable,
converter dimensions: L 125 x W 51 x H 20 mm. 

Lamp: LED, colour rendering: CRI > 80, power: 10.5 W, 
beam angle: 34°, material: aluminium / glass / plastic

Article no. Colour Luminous flux Colour temperature

39406073 matt white 887 lm 3,000 K

74
 
48

IP20 Plug
Play P 83

 
80

IP20 Plug
Play P

Article no. Colour Luminous flux Colour temperature

12116073 textured white830 lm 3,000 K - 1,800 K

Article no. Colour Luminous flux Colour temperature

12406073                                                   white matt 887 lm 3,000 K

350 mA 350 mA

230 V 230 V

CARESA LED recessed downlight set, 
with indirect light component, trailing-edge 
phase dimmable

This item is subject to discount group 1. This item is subject to discount group 1.

This item is subject to discount group 1. This item is subject to discount group 1.

LED LED LED LED

LED LED LED LED
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68
 
53

IP20 Plug
Play P 92

 
90

IP20 Plug
Play P

92
 
90

IP20 Plug
Play P

Lamp: LED, version: Plug&Play, colour rendering: CRI > 90, 
power: 6.1 W, beam angle: 50°, material: aluminium / plastic

You can find the corresponding 350 mA converter from 
page 790 onwards.

You will find suitable swivelling spotlights and surface-mounted 
luminaires on pages 98 and 272.

Article no. Colour Luminous flux Colour temperature

12415173 textured white 680 lm 3,000 K

Lamp: LED, version: Plug&Play, colour rendering: CRI > 80, 
power: 13.6 W, beam angle: 45°, material: aluminium

You can find the corresponding 700 mA converter from 
page 798 onwards.

You will find suitable swivelling spotlights and surface-mounted 
luminaires on pages 98 and 272.

Article no. Colour Luminous flux Colour temperature

12407073 matt white 950 lm 3,000 K

Lamp: LED, version: Plug&Play, colour rendering: CRI > 80, 
power: 13.6 W, beam angle: 45°, material: aluminium

You can find the corresponding 700 mA converter from 
page 798 onwards.

You will find suitable swivelling spotlights and surface-mounted lumi-
naires on pages 98 and 272.

Article no. Colour Luminous flux Colour temperature

12408073 white matt 950 lm 3,000 K

350 mA 700 mA

700 mA

CIRCLE MINI LED recessed downlight,
with surrounding light gap

CIRCLE R LED recessed downlight,
with surrounding light gap

CIRCLE S LED recessed downlight,
with surrounding light gap

This item is subject to discount group 1.

This item is subject to discount group 1.

This item is subject to discount group 1.

LED LED LED LED

LED LED
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Plug
Play P85

 
78

IP20

68
 
50

IP20 12 V

INESSA-R recessed downlight, GX5.3

Lamp: for LED retrofit lamp, lamp holder: GX5.3,  
power: max. 13 W, material: cast aluminium / glass

Article no. Colour

0282.00 chrome glossy

350 mA

50

KEGON LED recessed downlight

Lamp: LED, version: Plug&Play, colour rendering: CRI > 90, 
power: 13.6 W, beam angle: 36°, material: aluminium / acrylic

You can find the corresponding 350 mA converter from 
page 790 onwards.

Article no. Colour Luminous flux Colour temperature

12225003 with a transparent satin finish 1,172 lm 3,000 K

68
 
50

IP20 12 V

INESSA-S recessed downlight, GX5.3

Lamp: for LED retrofit lamp, lamp holder: GX5.3,  
power: max. 13 W, material: cast aluminium / glass

Article no. Colour

0283.00 chrome glossy

50

This item is subject to discount group 1. This item is subject to discount group 1.

This item is subject to discount group 1.

LED LED
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68
 
36

IP20 Plug
Play P

TUBIC LED recessed downlight,
with indirect light component

Design: Alexander Grimm (Lounge Design)
Idea: Michael Ruschmann (Lichtraum Ruschmann Stein GmbH)

LED recessed ceiling downlight with indirect light component.
Direct luminous flux 660 lm, indirect luminous flux 140 lm.

Lamp: LED, version: Plug&Play, colour rendering: CRI > 90, power: direct 
9 W / indirect 2 W, beam angle: 57°, material: aluminium / plastic 

You can find the corresponding 350 mA converter from 
page 790 onwards. 

350 mA

Article no. Colour Luminous flux Colour temperature

12226173 textured white 800 lm 3,000 K

12226183 textured black 800 lm 3,000 K

These items are subject to discount group 1.

68
 
36

IP20 Plug
Play P

QUBIC LED recessed downlight,
with indirect light component

LED recessed ceiling downlight with indirect light component.
Direct luminous flux 660 lm, indirect luminous flux 140 lm.

Lamp: LED, version: Plug&Play, colour rendering: CRI > 90, power: direct 
9 W / indirect 2 W, beam angle: 57°, material: aluminium / plastic 

You can find the corresponding 350 mA converter from 
page 790 onwards. 

Design: Lounge Design (Alexander Grimm and Ronny Eysser)
Idea: Lichtraum Ruschmann Stein GmbH (Michael Ruschmann)

350 mA

Article no. Colour Luminous flux Colour temperature

12227173 textured white 800 lm 3,000 K

12227183 textured black 800 lm 3,000 K

These items are subject to discount group 1.

Product family TUBICProduct family QUBIC

TUBIC LED recessed ceiling 
spotlights
Article no. 13126...
see page 99

QUBIC LED recessed 
ceiling spotlights
Article no. 13127...
see page 99

QUBIC LED surface-
mounted ceiling downlight
Article no. 12040...
see page 253

TUBIC LED surface-
mounted ceiling downlight
Article no. 12042...
see page 253

TUBIC LED wall-mounted 
luminaire, with indirect 
light component
Article no. 10042...
see page 368

QUBIC LED wall-mounted 
luminaire, with indirect 
light component
Article no. 10040...
see page 368

LED LED LED LED
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60
 
55

IP20
5366

12 V
60

 
55

IP20
5366

12 V

68
 
55

IP20
5366

12 V

CINDRA recessed downlight, GX5,3

Lamp: for LED retrofit lamp, lamp holder: GX5.3,  
power: max. 13 W, material: stainless steel

Article no. Colour

2190.22 stainless steel matt

ILARIO recessed downlight, GX5,3

Lamp: for LED retrofit lamp, lamp holder: GX5.3,  
power: max. 13 W, material: steel

Article no. Colour

2017.02 chrome glossy

2017.07 white glossy

VELEK recessed downlight, GX5,3

Lamp: for LED retrofit lamp, lamp holder: GX5.3,  
power: max. 13 W, material: cast aluminium

Article no. Colour

2117.03 matt chrome

2117.07 white glossy

This item is subject to discount group 1.

These items are subject to discount group 1.

These items are subject to discount group 1.
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ZONDRA.
LED recessed downlight sets.
From UGR < 16 to decorative design.

68
 IP20

24° 230 V 83
 IP20

24° 230 V

ZONDRA LED recessed downlight set, direct, 
trailing-edge phase dimmable, UGR<16

Lamp: LED, colour rendering: CRI > 80,  
glare rating: UGR < 16, power: 10 W, 
beam angle: 24°, material: aluminium / plastic,
converter dimensions: L 92 x W 36 x H 26 mm

Article no. Colour Luminous flux Colour temperature

39336173 textured white 790 lm 3,000 K

39336183 textured black 790 lm 3,000 K

ZONDRA LED recessed downlight set, direct, 
trailing-edge phase dimmable, UGR<16 

Lamp: LED, colour rendering: CRI > 80,  
glare rating: UGR < 16, power: 13 W, 
beam angle: 24°, material: aluminium / plastic,
converter dimensions: L 92 x W 36 x H 26 mm

Article no. Colour Luminous flux Colour temperature

39337173 textured white 1,190 lm 3,000 K

39337183 textured black 1,190 lm 3,000 K

52 60

These items are subject to discount group 1. These items are subject to discount group 1.

LED LEDLED LED






























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































